
防护等级IP65.

LED Street Light Module 4�Series
LED模组4系列路灯

Lumileds-Q/CREE M2/XPG3

5

Die-casting aluminum and moudle-strucure housing to promise the

Energy-saving and can replace double or triple times MH or HPS lamp

Safe and reliable driver

Photocell is optional

Lumiled-Q, Cree-MZ and XPG3 chip to ensure stability and consistency

Shell protection: IP65.

of the lighting

extensity and reliablity 



光学参数 Optics parameter

净     重 N.W：4.5KG

毛     重 G.W：5.4KG

包装尺寸 Package Size：49.5*35.5*15cm

体    积 Volume：0.026m³

80W-150W

产品重量和包装 Weight & package

Fixture�color�could�be�customized.
灯具颜色可以根据客户要求进行变更。

模组4路灯参数表 LED Street Light Module 4�Parameter table

Storage environment -40℃-85℃      RH10%-95%    

100-277VAC  50/60Hz

LEDMZ4LD80W001 LEDMZ4LD100W001

0.27-0.8

80

42

1.7

72

2700-6500

0.33-1

100

36

2.5

90

LEDMZ4LD120W001

0.4-1.2

120

36

3

108

0.89

LEDMZ4LD150W001

0.5-1.5

150

36

3.75

135

0.91
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Chip Lumileds-Q/CREE M2 XPG3

TYPEⅡ TYPE III, IV, V
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